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(57) ABSTRACT

A method and system for switching a main board and a
standby board are disclosed. The method comprises: deter-
mining one MCU of the plurality of MCUs in the main board
as a first main MCU and remaining MCUs as auxiliary
MCUs, and determining one MCU of the plurality of MCUs
in the standby board as a second main MCU and remaining
MCUs as auxiliary MCUs; determining, by the first main
MCU, a fault grade of the main board according to faults in
the auxiliary MCUs of the main board and faults in the first
main MCU; determining, by the first main MCU, a fault grade
of the standby board according to faults in the auxiliary
MCUs of the standby board and faults in the second main
MCU reported by the second main MCU; switching the main
board and the standby board according to the fault grade of
the standby board and the fault grade of the main board. The
switching of the main board and the standby board that com-
prise respectively a plurality of MCU s is simplified according
to the invention.
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1
METHOD AND SYSTEM FOR SWITCHING
MAIN BOARD AND STANDBY BOARD

TECHNICAL FIELD

The invention relates to the field of communications, in
particular to a method and system for switching a main board
and a standby board.

BACKGROUND

At present, the main/standby backup of single boards is
basically adopted in communication equipments having high
requirements on reliability, in order to ensure that, in case a
fault occurs in the current main single board, another standby
single board is able to timely replace the main single board in
fault to keep the normal running of the whole system.

The main/standby switching of the single boards is per-
formed generally due to the following three reasons:

1. a switch instructed by operator (a switching by back-

ground human-computer commands);

2. fatal faults in a main single board (such as, removal,
power failure, heartbeat signal loss and reset of the main
single board, etc); and

3. nonfatal faults in a main single board.

The principle for switching the main single board with the
nonfatal fault is that: the fault states of the main and standby
single boards are graded at first; and the current fault levels of
the single boards are given by the self-diagnosis function of
the single board software and notified to the opposite board in
real time. A system compares the fault levels of the two single
boards, and allows a switch between the main single board
and the standby single board when the fault level of the main
single board is higher than that of the standby single board;
otherwise, the current main/standby state remains
unchanged. However, along with diverse communication sys-
tem services and detailed system functional levels, many
boards with a plurality of Micro Controller Units (MCUs) has
appeared inevitably, particularly network element control
single boards in which main/standby backup is generally
indispensable. In the related technologies, the application of
the single board with a plurality of MCUs has a higher
requirement on the main/standby switching mechanism for
the conventional single board with a single MCU, specifically
as follows:

firstly, each MCU in the single board with a plurality of
MCUs is generally able to work separately, that is to say,
it can still work normally without other MCUs, which
will bring trouble to the deployment of a main/standby
switching control software module, i.e., whether the
running program of each MCU should comprise the
main/standby switching control software module;

secondly, the running program on each MCU has its own
fault monitoring mechanism; and the determination of
the final fault grade for switching will be very complex
when the programs on a plurality of MCUs detect faults
at the same time.

It can be seen from the two above-mentioned standpoints
that, the main/standby switching of the single board with a
plurality of MCUs will become complex if the main/standby
switching mechanism for the single board with one MCU is
adopted.

SUMMARY

The invention is to solve the problem that the main/standby
switching of the single board with a plurality of MCUs
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becomes complex by following the main/standby switching
mechanism for the single board with one MCU in related
technologies. The invention provides an improved solution
for performing a switch between a main board and a standby
board to solve at least one of the problems. In order to achieve
the target, according to one aspect of the invention, a method
for switching a main board and a standby board is provided.

The method for switching the main board and the standby
board, which respectively include a plurality of MCUs,
includes the following steps: one MCU of the plurality of
MCUs in the main board is determined as a first main MCU
and remaining MCUss are determined as auxiliary MCUs; one
MCU of the plurality of MCU s in the standby board is deter-
mined as a second main MCU and remaining MCUs are
determined as auxiliary MCUSs; the first main MCU deter-
mines the fault grade of the main board according to the faults
in the auxiliary MCUSs of the main board and the fault in the
first main MCU, the first main MCU determines the fault
grade of the standby board according to the faults in the
auxiliary MCUs of the standby board and the fault in the
second main MCU reported by the second main MCU; and
the main board and the standby board are switched according
to the fault grade of the standby board and the fault grade of
the main board.

Preferably, the step that the main board and the standby
board are switched according to the fault grade of the standby
board and the fault grade of the main board includes: the first
main MCU comparing the fault grade of the main board with
that of the standby board; and switching the main board and
the standby board if the fault grade of the standby board is
higher than that of the main board.

Preferably, the step that the main board and the standby
board are switched according to the fault grade of the standby
board and the fault grade of the main board includes: the first
main MCU switch the main board and standby board when a
fatal fault occurs in the first main MCU.

Preferably, the step that the first main MCU determines the
fault grades of the main board and the standby board accord-
ing to the fault includes: a priority is set for each fault,
wherein the fault priority of the main MCU is higher than that
of the auxiliary MCUs; and the first main MCU determines
the fault grades of the main board and the standby board
according to the fault priorities of the main board and the
standby board.

Preferably, the MCUs belonging to one board are all in
main states or all in standby states.

In order to achieve the target, according to another aspect
of the invention, it provides a system for switching a main
board and a standby board.

The system for switching the main board and the standby
board includes a main board and a standby board that respec-
tively includes a plurality of MCUs. The standby board
includes a second main MCU configured to detect and report
the faults in the auxiliary MCUs of the standby board and the
faults in the second main MCU, all MCUs except for the
second main MCU in the standby board are auxiliary MCUs
in the standby board; and the main board includes a first main
MCU configured to: determine the fault grade of the main
board according to the faults in the auxiliary MCUs of the
main board and the faults in the first main MCU, all MCUs
except for the first main MCU in the main board are the
auxiliary MCUS in the main board; determine the fault grade
of the standby board according to the faults in the auxiliary
MCUs of the standby board and the faults in the second main
MCU reported by the second main MCUj; and switch the main
board and the standby board according to the fault grade of
the main board and the fault grade of the standby board.
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Preferably, the first main MCU is further configured to
compare the fault grade of the main board with that of the
standby board, and switch the main board and the standby
board ifthe fault grade of the standby board is higher than that
of the main board.

Preferably, the first main MCU is further configured to
switch the main board and standby board when a fatal fault
occurs in the first main MCU.

Preferably, the system further includes a first setting mod-
ule configured to set a priority for each fault, wherein the fault
priority of the main MCU is higher than that of the auxiliary
MCUs; and the first main MCU is further configured to deter-
mine the fault grades of the main board and the standby board
according to the fault priorities of the main board and the
standby board.

Preferably, the system further includes a second setting
module configured to set the MCUs belonging to one board to
be all in main states or all in standby states.

According to the invention, a main MCU is determined
from a plurality of MCUs to determine whether to perform a
switch according to the fault grades determined by the faults
monitored by all MCUSs, so that the problem that the main/
standby switching of a single board with a plurality of MCUs
becomes complex by following the main/standby switching
mechanism for a single board with an MCU is solved and
therefore the switch between the main board and the standby
board that include a plurality of MCUSs is simplified.

BRIEF DESCRIPTION OF THE DRAWINGS

The drawings herein are used for the further understanding
of the present invention and are a part of the subject applica-
tion, and the schematic embodiments of the present invention
and explanation thereof are used for the explanation of the
present invention and not limiting the present invention. In the
drawings:

FIG. 1 shows a flowchart of a method for switching a main
board and a standby board according to one embodiment of
the invention.

FIG. 2 shows a schematic diagram of the relation among
the MCUs of a single board with a plurality of MCUs accord-
ing to one embodiment of the invention.

FIG. 3 shows a flowchart of the main/standby switching of
a standby single board with a plurality of MCUs according to
one preferred embodiment of the invention.

FIG. 4 shows a schematic diagram of the relation between
an MCU executing an Agent function and an MCU executing
an Automatically Switched Optical Network (ASON) func-
tion on a master control board in a transmission network
according to one preferred embodiment of the invention.

FIG. 5 shows a structure diagram of the system for switch-
ing the main board and a standby board according to one
embodiment of the invention.

FIG. 6 shows a structure diagram of the system for switch-
ing the main board and the standby board according to one
preferred embodiment of the invention.

DETAILED DESCRIPTION

The embodiment of the invention provides a solution for
switching a main board and a standby board, which not only
simplifies a switching mechanism but also meets the require-
ments of a plurality of MCUSs. The processing principle of the
solution s as follows: amain MCU is determined and only the
main MCU is able to operate a main/standby switching con-
trol software module; and each MCU program is in charge of
monitoring the respective fault, but all faults in all MCU
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programs in each single board are graded in a unified way, and
the main/standby switching control software module deter-
mines whether to perform the switch according to a final
synthesized fault grade.

It should be noted that, if no conflicts, the embodiments and
features thereof in the subject application can be combined
with one another. The present invention is detailed below in
conjunction with the accompanying drawings and the
embodiments.

In the following embodiments, the steps shown in the flow-
charts of the drawings can be executed in, for example, a
computer system with a set of computer-executable instruc-
tions, and can be also executed in an order different from the
logic orders shown in the flowcharts under some circum-
stances. According to one embodiment of the invention, a
method for switching a main board and a standby board is
provided and available when both the main board and the
standby board include a plurality of MCUs. FIG. 1 shows a
flowchart of the method for switching the main board and the
standby board according to the embodiment of the invention.
As shown in FIG. 1, the method comprises the following steps
$102 to S106.

Step S102: one MCU of the plurality of MCUs in the main
board is determined as a first main MCU and remaining
MCUs are determined as auxiliary MCUs; and one
MCU of the plurality of MCUs in the standby board is
determined as a second main MCU and remaining
MCUs are determined as auxiliary MCUs;

Step S104: the first main MCU determines the fault grade
of the main board according to the faults reported by the
auxiliary MCUs of the main board and the faults in the
first main MCU;; and the first main MCU determines the
fault grade of the standby board according to the faults
reported by the auxiliary MCUs of the standby board
and the faults in the second main MCU. It should be
understood that the fault grade of the standby board can
also be determined by the second main MCU according
to the faults reported by the auxiliary MCUs of the
standby board and the faults in the second main MCU;
and

Step S106: the main board and the standby board are
switched according to the fault grade of the standby
board and the fault grade of the main board. It should be
understood that, here, the fault of the first grade is the
most serious, the fault of the second grade comes sec-
ond, and so forth.

In the step S106, the first main MCU compares the fault
grade of the main board with that of the standby board, and the
main board and the standby board are switched if the fault
grade of the standby board is higher than that of the main
board. A priority may be set for each fault, the fault priority of
the main MCU is higher than that of the auxiliary MCUs. The
main MCU determines the fault grade of the main board and
the standby board according to the fault priorities.

Preferably, in the step S106, the main board and the
standby board are switched when a fatal fault occurs in the
first main MCU.

The main/standby switching granularity for the single
board is determined that it is necessary to switch the whole
single board and the switch of separate MCU is unallowable,
i.e.,the MCUs in each single board are all in a main state or all
in a standby state.

The above-mentioned steps are detailed below in conjunc-
tion with the accompanying drawings.

FIG. 2 shows a schematic diagram of the relation among
the MCUs in a single board with a plurality of MCUs accord-
ing to one embodiment of the present invention. As shown in
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FIG. 2,amain MCU of'the single board is determined accord-
ing to the functional localization of a plurality of MCU pro-
grams in the system; and only the main MCU program oper-
ates the main/standby switching control module and perform
the logic judgement on the main/standby switching, while
other MCU programs do not operate the main/standby control
module. In addition, as shown in FIG. 2, the faults in the
plurality of MCUs are prioritized in a unified way, wherein
the main MCU has the highest fault priority, each of other
MCUs has to have a fault priority which is a reduced one
though.

FIG. 3 shows a flowchart of the main/standby switching of
a standby single board with a plurality of MCUs according to
one preferred embodiment of the invention. As shown in FIG.
3, the flow comprises the following steps S301 to S306:

Step S301: the main MCU monitors in real time the fatal
faults in other non-main MCUs and the nonfatal faults in
the main MCU, and updates in real time the nonfatal
faults in other non-main MCUs which are monitored and
notified to the main MCU by the non-main MCUSs;

Step S302: the main MCU synthesizes the fatal faults and
nonfatal faults in other non-main MCUs of the present
board (i.e., the main board) and the fault in the main
MCU to obtain the final nonfatal fault grade of the
present board, and notifies the opposite board (i.e., the
standby board) of the fault grade;

Step S303: the main MCU monitors in real time the fatal
faults in the main MCU of the opposite board (i.e., the
fatal fault in the opposite board) and updates in real time
the nonfatal faults in the opposite board which is notified
by the opposite board in real time;

Step S304: the main MCU synthesizes the fatal faults and
nonfatal faults in the opposite board to obtain the fault
grade of the opposite board;

Step S305: the main MCU compares the fault grade of the
present board with that of the opposite board; and

Step S306: if the fault grade of the opposite board is higher
than that of the present board, the main/standby switch-
ing is initiated; otherwise, the current main/standby state
remains unchanged and the main MCU continues the
monitoring.

It should be understood that, here, the fault of the first grade
is the most serious; the fault of the second grade comes
second, and so forth.

With a master control board ina transmission network as an
example, the implementing processes of the embodiments of
the invention are detailed below in conjunction with the
accompanying drawings. FIG. 4 shows a schematic diagram
of'the relation between an MCU executing an Agent function
and an MCU executing an ASON function in a master control
board in a transmission network according to one preferred
embodiment of the invention. As shown in FIG. 4, the master
control board for equipment in the transmission network gen-
erally operates an Agent program; however, along with the
growing requirements of network intelligent management,
the ASON function becomes indispensable. With compre-
hensive consideration of the separation of a control plane and
a management plane and not reducing the integration level of
the system, both the Agent and ASON are applied to the
master control board by many producers and operated by
different MCUs.

It is necessary to switch the whole single board of the
master control board and the separate switch of the Agent and
ASON is unallowable, i.e., both the Agent and ASON on each
master control board are in a main state or in a standby state.

Atfirst, the Agent is determined as the main MCU program
of the master control board, i.e., only the Agent is able to
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operate the main/standby switching control module and per-
form the logic judgement on the main/standby switching, and
the ASON does not operate the main/standby switching con-
trol module. Since there are only two MCU s and the Agent is
determined as the main MCU, the Agent has a higher priority
than that of the ASON.

The Agent and ASON respectively monitor their own non-
fatal faults that includes fault of memory card, abnormality of
database, abnormal communication between the main mod-
ule and the standby module, etc. The Agent of the main MCU
program is in charge of monitoring the fatal faults in the
ASON of'the present board, which includes absence of ASON
MCU, ASON program heartbeat signal loss, etc. The heart-
beat signal is used for judging whether the software runs
normally and is generated by the software. The heartbeat
signal loss fault will occur in the cases of the removal of the
single board (and the absence of the single board at the same
time), the power failure of the MCU, no software program in
the MCUs, no response of software programs, and the reset of
the single board. The Agent of the main MCU program syn-
thesizes the fatal faults and nonfatal faults in the ASON and
the nonfatal faults in the Agent to obtain the final nonfatal
fault grade of the present board. The fatal fault in the main
MCU program Agent is monitored by the Agent on the oppo-
site board, including the absence of the Agent MCU, the
heartbeat signal loss of the Agent program, etc. The fatal fault
in the present board is the fatal fault in the Agent of the main
MCU program. The fault grades of the master control board
can be obtained according to the regulations above, as shown
in Table 1.

TABLE 1

Fault grades of master control board

Fault grades (BIN)

High 4 bits Low 4 bits Fault Description

1111 1111 absence/heartbeat signal loss of the
single board (Agent)
absence/heartbeat signal loss of
ASON

ASON fault 1

ASON fault 2

ASON fault 3

Agent fault 1

Agent fault 2

0111 XXXX
0011
0010
0001
XXXX
XXXX

XXXX
XXXX
XXXX
0111
0011

The fault grade OxFF in the first row is the highest one and
is the fatal fault in the single board; and other fault grades are
the nonfatal faults in the single board.

The fault grades are divided into two parts in order to
specifically characterize the fault details of the Agent and the
ASON and favour for the comparison of the specific fault
grades ofthe main and standby boards when nonfatal faults in
the Agent and the ASON occur at the same time.

The main/standby switching logic is that: when the fault
level of the main single board is higher than that of the
standby single board, it is necessary to perform the main/
standby switching; otherwise, the current main/standby state
remains unchanged.

According to the principle above, several specific condi-
tions are analyzed below:

The absence of the Agent (i.e., the absence of the single
board of the master control board) and the heartbeat signal
loss of the Agent are main/standby switching conditions with
the highest priority, that is to say, if the above two events
happen in the master control board in main state, the master



US 9,337,892 B2

7

control board in standby state will be switched to be in main
state automatically regardless of the fault state of the ASON at
this time, as shown in the following Tables 2 and 3.

TABLE 2

Fault state A of master control board

Main Standby
ASON OK NG
Agent NG OK
TABLE 3
Fault state B of master control board
Main Standby
ASON NG OK
Agent OK NG

In the fault state A of the master control board in Table 2,
the current master control board in standby state is certain to
initiate the main/standby switching. After being switched, the
ASON can make a decision of non-reconfiguration by judg-
ing its own state so as to avoid the service interruption.

In the fault state B of the master control board in Table 3,
the current master control board in standby state certainly
fails to initiate the main/standby switching.

The starting point of the principle above is that: if all
different ASON and Agent on two master control boards run
normally, the failure possibility at the same time is very low.

The reset of the Agent will result in the heartbeat signal loss
of the Agent, which is the main/standby switching condition

with the highest priority, as shown in the following Table 4.
TABLE 4
Fault state C of master control board
Main Standby
ASON OK Absence
Agent OK OK

In the fault state C of the master control board in Table 4:

The reset of the Agent in main state will cause a switching
and will cause another switching after the success of the
initial switching so as to return to the initial state. The reset of
the ASON in main state or the s Agent in standby state will not
cause a switching.

If'the absence/heartbeat signal loss of ASON occurs in both
the main board and the standby board, it is necessary to
continue to compare the fault grades of the Agents to ensure
that the Agent can be correctly switched when both the ASON
in main state and the ASON in standby state are invalid.

It can be seen from the above that, although there is a
communication channel between the ASON main module
and standby module, as a control programmer for main/
standby switching, the Agent is only in charge of collecting
the fault states of the ASON in the same board, and does not
collect the fault states of the ASON in the opposite board.

According to the embodiment, the master control board has
both the Agent and ASON programs, but only the Agent
operates the main/standby switching control module to
ensure the consistent main/standby states of the Agent and
ASON; the fault states of the Agent and ASON are finally
unified and combined into the fault grade of the single board,
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and the Agent program as an only output notifies the opposite
board of the fault grade; the consistence of the main/standby
switching logics of the original single Agent master control
board is kept and the fault grades are only further divided.
According to the embodiment of the invention, a system for
switching a main board and a standby board is provided,
including a main board and a standby board that respectively
include a plurality of MCUs. FIG. 5 shows a structure dia-
gram of the system for switching the main board and the
standby board according to one embodiment of the invention.

As shown in FIG. 5, the standby board comprises a second
main MCU 54 configured to detect and report the faults in the
auxiliary MCUs of the standby board and the faults in the
second main MCU 54, wherein all MCUs except for the
second main MCU in the standby board are auxiliary MCUs
in the standby board. The main board comprises a first main
MCU 52 coupled to the second main MCU 54 and configured
to determine the fault grade ofthe main board according to the
reported faults in all the auxiliary MCUs of the main board
and the faults in the first main MCU 52, wherein all MCUs
except for the first main MCU in the main board are the
auxiliary MCUSs in the main board; the first main MCU 52 is
further configured to determine the fault grade of the standby
board according to the faults in all auxiliary MCUs of the
standby board and the faults in the second main MCU 54
reported by the second main MCU 54, and switch the main
board and the standby board according to the fault grade of
the main board and the fault grade of the standby board.

Preferably, the first main MCU 52 is further configured to
compare the fault grade of the main board with that of the
standby board, and switch the main board and the standby
board ifthe fault grade of the standby board is higher than that
of the main board. Preferably, the first main MCU 52 is
further configured to switch the main board and the standby
board when a fatal fault occurs in the first main MCU 52.

FIG. 6 shows a structure diagram of the system for switch-
ing the main board and the standby board according to one
preferred embodiment of the invention. As shown in FIG. 6,
the system further comprises a first setting module 62 con-
figured to set a priority for each fault, wherein a fault priority
of the main MCU is higher than that of the auxiliary MCUs.
Specifically, the first MCU 52 is further configured to deter-
mine the fault grades of the main board and the standby board
according to the fault priorities of the main board and the
standby board.

As shown in FIG. 6, the system further comprises a second
setting module 64.

The second setting module 64 is configured to set MCUs
belonging to one board to be all in main states or all in standby
states. It should be understood that, the first setting module 62
and the second setting module 64 can be positioned either
inside or outside the main MCU in the main board, and can be
also positioned inside the standby board.

To sum up, according to the above embodiments, firstly,
logic executor for the main/standby switching of the single
board with a plurality of MCUs is simplified, which is deter-
mined as the main MCU, and the granularity for switching the
whole single board is determined; then the composition of the
nonfatal faults and the fatal faults in the single board with a
plurality of MCUs are defined, and the faults in the plurality
of MCUs are unified to the main MCU for processing.
According to the above embodiments of the invention, the
main/standby switching of the single boards with a plurality
of MCUs is finally simplified to be the main/standby switch-
ing of the main MCUSs, so as to maximally restrain the com-
plexity of controlling the main/standby switching and keep
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the logic for the main/standby switching of the single board
with a plurality of MCUs clear.

Obviously, those skilled in the art shall understand that the
modules or steps of the present invention may be imple-
mented by general computing devices and centralized in a
single computing device or distributed in a network consist-
ing of a plurality of computing devices. Optionally, the mod-
ules or steps may be implemented by program codes execut-
able by the computing devices, so that they may be stored in
a storage device to be executed by the computing device, or
they can be respectively made into a plurality of integrated
circuit modules, or the plurality of modules or steps thereof
can be made into a single integrated circuit module. By doing
s0, the present invention is not limited to any specific combi-
nation of hardware and software.

The above are only preferred embodiments of the present
invention and not used for limiting the present invention. For
those skilled in the art, the present invention may have various
modifications and variations. Any modifications, equivalent
replacements, improvements and the like within the spiritand
principle of the invention shall fall within the scope of the
invention.

The invention claimed is:
1. A method for switching a main board and a standby
board that respectively comprise a plurality of Micro Con-
troller Units (MCUs), comprising:
determining one MCU of'the plurality of MCUs in the main
board as a first main MCU and remaining MCUs as
auxiliary MCUs; and determining one MCU of the plu-
rality of MCUs in the standby board as a second main
MCU and remaining MCUs as auxiliary MCUSs;

determining, by the first main MCU, a fault grade of the
main board according to faults in the auxiliary MCUs of
the main board and faults in the first main MCU,

determining, by the first main MCU, a fault grade of the
standby board according to faults in the auxiliary MCUs
of'the standby board and faults in the second main MCU
reported by the second main MCU; and

switching the main board and the standby board according

to the fault grade of the standby board and the fault grade
of the main board;

wherein MCUs belonging to one board are all in main

states or all in standby states.
2. The method according to claim 1, wherein the step of
switching the main board and the standby board according to
the fault grade of the standby board and the fault grade of the
main board comprises:
comparing, by the first main MCU, the fault grade of the
main board with that of the standby board; and

switching the main board and the standby board if the fault
grade of the standby board is higher than that of the main
board.

3. The method according to claim 1, wherein the step of
switching the main board and the standby board according to
the fault grade of the standby board and the fault grade of the
main board comprises:

switching the main board and the standby board when a

fatal fault occurs in the first main MCU.

4. The method according to claim 1, wherein the step of
determining, by the first main MCU, the fault grades of the
main board and the standby board according to the faults
comprises:

setting a priority for each fault, wherein a fault priority of

the main MCU is higher than that of the auxiliary MCUSs;
and
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10
determining, by the first main MCU, the fault grades of the
main board and standby board according to the fault
priorities of the main board and the standby board.

5. A system for switching a main board and a standby
board, comprising a main board and a standby board that
respectively comprise a plurality of MCUs; wherein,

the standby board comprises a second main MCU config-

ured to:

detect and report faults in the auxiliary MCUs of the

standby board and faults in the second main MCU,
wherein all MCUs except for the second main MCU in
the standby board are auxiliary MCUSs of the standby
board;

the main board comprises a first main MCU configured to:

determine a fault grade of the main board according to

faults in the auxiliary MCUs of the main board and faults
in the first main MCU, wherein all MCUs except for the
first main MCU in the main board are auxiliary MCUS
of the main board;

determine a fault grade of the standby board according to

faults in the auxiliary MCUs of the standby board and
faults in the second main MCU reported by the second
main MCU; and

switch the main board and the standby board according to

the fault grade of the main board and the fault grade of
the standby board;

the system further comprising: a second setting module

configured to set MCUs s belonging to one board to be all
in main states or all in standby states.

6. The system according to claim 5, wherein the first main
MCU is further configured to compare the fault grade of the
main board with that of the standby board, and switch the
main board and the standby board if the fault grade of the
standby board is higher than that of the main board.

7. The system according to claim 5, wherein the first main
MCU is further configured to switch the main board and the
standby board when a fatal fault occurs in the first main MCU.

8. The system according to claim 5, further comprising a
first setting module configured to set a priority for each fault;

wherein, a fault priority of the main MCU is higher than

that of the auxiliary MCUs; and

the first main MCU is further configured to determine the

fault grades of the main board and the standby board
according to the fault priorities of the main board and the
standby board.

9. The method according to claim 2, wherein the step of
determining, by the first main MCU, the fault grades of the
main board and the standby board according to the faults
comprises:

setting a priority for each fault, wherein a fault priority of

the main MCU is higher than that of the auxiliary MCUs;
and

determining, by the first main MCU, the fault grades of the

main board and standby board according to the fault
priorities of the main board and the standby board.

10. The method according to claim 3, wherein the step of
determining, by the first main MCU, the fault grades of the
main board and the standby board according to the faults
comprises:

setting a priority for each fault, wherein a fault priority of

the main MCU is higher than that of the auxiliary MCUs;
and

determining, by the first main MCU, the fault grades of the

main board and standby board according to the fault
priorities of the main board and the standby board.
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11. The system according to claim 6, further comprising a
first setting module configured to set a priority for each fault;

wherein, a fault priority of the main MCU is higher than
that of the auxiliary MCUs; and

the first main MCU is further configured to determine the 5
fault grades of the main board and the standby board
according to the fault priorities of the main board and the
standby board.
12. The system according to claim 7, further comprising a
first setting module configured to set a priority for each fault; 10
wherein, a fault priority of the main MCU is higher than
that of the auxiliary MCUs; and

the first main MCU is further configured to determine the
fault grades of the main board and the standby board
according to the fault priorities of the main board and the 15
standby board.



